
aeroGUIDE 

Broadband fiber delivery



Ideal for single-mode transport and delivery

The aeroGUIDE PCF cables are based on our popular Large 
Mode Area fibers designed for optical beam transport and 
delivery. 

Get performance beyond conventional fibers, such as broadband 
single-mode operation, large mode area for high power 
handling and low non-linearities, superior beam quality, low 
loss, and polarization maintaining features.

Applications
Single-mode transport and 

delivery

Multi-wavelength transmission

Broadband delivery

Mode filtering

Connectorized PCF for 
transport and delivery

aeroGUIDE
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Find your favorite model
Based on our LMA-PM-5, LMA-8, LMA-PM-10, and LMA-PM-15 
fibers, our aeroGUIDE variants offer different mode field diameters 
and wavelength ranges.

Models aeroGUIDE

Model Mode-field diameter @ 532 nm Recommended wavelength range

aeroGUIDE-PM-5 4.2 ± 0.5 µm 400 - 1500 nm

aeroGUIDE-8 7.2 ± 1.0 µm 400 - 2000 nm

aeroGUIDE-PM-10 8.4 ± 1.0 µm 450 - 2000 nm

aeroGUIDE-PM-15 12.2 ± 1.5 µm 500 - 2000 nm

Features
Truly single-mode fiber

400-2000 nm guidance in one 

fiber

Sealed ends with beam 

expansion

Wavelength independent MFD 

pure silica fiber
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Specifications 

Optical

Model aeroGUIDE-PM-5 aeroGUIDE-8 aeroGUIDE-PM-10 aeroGUIDE-PM-15

LMA fiber LMA-PM-5 LMA-8 LMA-PM-10 LMA-PM-15

Single-mode cut-off wavelength None None None None

Recommended wavelength range [nm] 400 – 1500 400 – 2000 450 – 2000 500 – 2000

NA (1/e2)

@ 405 nm 0.055 ± 0.02 - - -

@ 532 nm - 0.045 ± 0.02 0.045 ± 0.02 0.030 ± 0.02

@ 808 nm 0.100 ± 0.02 - - -

@ 1064 nm - 0.085 ± 0.02 0.080 ± 0.02 0.055 ± 0.02

Polarization extinction ration @ 532 nm [dB] ≥ 18 - ≥ 18 ≥ 18

aeroGUIDE 

All Hamamatsu Photonics 
A/S products are produced 
under our quality manage-
ment system certified in  
accordance with the 
ISO 9001:2015 standard.

We’re switching from NKT Photonics 
to Hamamatsu. Some documents and 
products still say NKT Photonics, others 
say Hamamatsu. The transition takes 
time, so please bear with us.

And rest assured, we’re still the same 
people delivering the same high-quality 
fibers and lasers.

Mechanical
Model aeroGUIDE-PM-5 aeroGUIDE-8 aeroGUIDE-PM-10 aeroGUIDE-PM-15

Finer length [m] (+0.2/-0.0) 2.0 / 5.0 5.0 5.0 / 10.0 2.0 / 5.0 / 10.0

Termination FC/APC FC/APC FC/APC FC/APC

Facet angle [ °] 8.0 ± 0.5 8.0 ± 0.5 8.0 ± 0.5 8.0 ± 0.5

Tubing 3 mm kevlar reinforced furnication tube
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